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           Seal materials and characteristics 

 

Nom size A B Stock number 
1” 33.0 6.6 1043-1026 

1 ½” 46.0 6.6 1043-1038 
2” 58.7 6.6 1043-1051 

2 ½” 71.4 6.6 1043-1064 
3” 84.1 6.6 1043-1076 
4” 109.5 6.6 1043-1102 

TECHNICAL DATA 
Associated Standards BS 4825 : Part 5 : 1991 (1”-4” inclusive) 
Material EPDM, Nitrile, Silicone, Solid PTFE, Viton® (Viton is a registered trade mark of 

Dupont Dow Elastomers).  
Operating Temperatures Depends upon seal material selected 
Applications RJT fittings are suitable for frequently dismantled section of pipework used widely in 

the food, beverage and dairy industries. 
RJT Fittings Range Unions, blanks, tees, bends, hoseliners, adaptors, concentric & eccentric reducers, 

Y pieces 
Notes Dimensions are provided in good faith.   

Seals must be chosen for required operating medium and temperature 
GENERAL CAPABILITIES 

Design and System Fabrication, Hygienic Process Plant, Project Management, In-house Manual and Orbital Welding, Machining, 
Fabrication and Polishing, Component Customisation 

Full materials certification, weld maps, logs, welder qualifications and weld procedures, pickling, passivation and ferroxyl certification. 

Seal 
Characteristics/ 
Resistance 

Nitrile or Buna  EPDM  Silicone  *Viton®  PTFE and 
Encapsulated 
PTFE 

Operating 
Temperatures 

‐20˚C to 
 +120 ˚C 

‐50˚C to 
 +150˚C 

‐90˚C 
to 
 +200˚C 

‐30˚C to 
 +250˚C 

‐25˚C to 
 +250˚C 

Acids  Good  Good  Fair  Good  Excellent 
Alkalis  Fair/Good  Good  Fair  Poor/Fair  Excellent 
Fats/Oils  Good/Excellent  Poor  Fair  Good  Excellent 
Petroleum  Good  Poor  Good  Excellent  Excellent 
Steam  Fair  Excellent  Good  Good  Fair 
Taste  Good  Good  Good  Good  Excellent 
Colour  Good  Fair/Good  Good  Good  Excellent 
The temperature range quoted is for guidance only/*Viton® is a registered trade mark  of Dupont Dow 
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